
SUPERIOR 2IN POST SINGLE TOP PICKET - TOP MOUNT RAILING

SUPERIOR 2IN POST DOUBLE TOP PICKET - TOP MOUNT RAILING

SUPERIOR 3IN POST SINGLE TOP PICKET - TOP MOUNT RAILING

Multi-Family Aluminum Deck & Railing Systems 
952-767-1100
820 5th St. S.
Hopkins, MN 55343

FENCING AND RAIL PICKET - TOP MOUNT

Superior White Superior Black Superior Bronze

PRODUCT SPECS:
• MATERIAL TO BE AL 6005-5 FOR ALL STRUCTURAL COMPONENTS.
• ALL RAILING COMPONENT MATERIAL TO BE AL 6063-5 WITH EXCEPTION OF BASEPLATE AND
POSTS.
• ALL STRUCTURAL FASTENERS TO BE STAINLESS STEEL 18-8 OR GALVANIZED STEEL.
• ALL TEK SCREWS TO BE STAINLESS STEEL 410 OR WITH A WEATHERPROOF EPOXY COATING.
• MAXIMUM RAILING POST SPACING 5 FEET.
• MAXIMUM JOIST SPACING 3 FEET.
DECK DESIGN LOADS
- DL = 10 PSF
- LL = 60 PSF
- LL MAX DEFLECTION = L/240

RAILING DESIGN LOADS:
- CONCENTRATED LL = 200 LBS
- UNIFORM LL = 50 LBF
- TWO LIVE LOADS ABOVE NOT APPLY SIMULTANEOUSLY

FOR CONCRETE MOUNTING STANDARD:
- MIN 3000 PSI
- MIN 4" CONCRETE THICKNESS

DECK & RAILING COLOR SELECTION*

* - The image is for reference only and may vary
depending on the display.



Multi-Family Aluminum Deck & Railing Systems 
952-767-1100
820 5th St. S.
Hopkins, MN 55343

3D VIEW FENCING AND RAILING PICKET - TOP MOUNT

Superior White Superior Black Superior Bronze

SUPERIOR 2IN POST DOUBLE TOP PICKET - TOP MOUNT RAILING

SUPERIOR 2IN POST SINGLE TOP PICKET - TOP MOUNT RAILING

SUPERIOR 3IN POST SINGLE TOP PICKET - TOP MOUNT RAILING

PRODUCT SPECS:
• MATERIAL TO BE AL 6005-5 FOR ALL STRUCTURAL COMPONENTS.
• ALL RAILING COMPONENT MATERIAL TO BE AL 6063-5 WITH EXCEPTION OF BASEPLATE AND
POSTS.
• ALL STRUCTURAL FASTENERS TO BE STAINLESS STEEL 18-8 OR GALVANIZED STEEL.
• ALL TEK SCREWS TO BE STAINLESS STEEL 410 OR WITH A WEATHERPROOF EPOXY COATING.
• MAXIMUM RAILING POST SPACING 5 FEET.
• MAXIMUM JOIST SPACING 3 FEET.
DECK DESIGN LOADS
- DL = 10 PSF
- LL = 60 PSF
- LL MAX DEFLECTION = L/240

RAILING DESIGN LOADS:
- CONCENTRATED LL = 200 LBS
- UNIFORM LL = 50 LBF
- TWO LIVE LOADS ABOVE NOT APPLY SIMULTANEOUSLY

FOR CONCRETE MOUNTING STANDARD:
- MIN 3000 PSI
- MIN 4" CONCRETE THICKNESS

DECK & RAILING COLOR SELECTION*

* - The image is for reference only and may vary
depending on the display.



SUPERIOR 2IN POST DOUBLE TOP PICKET - FASCIA MOUNT RAILING

SUPERIOR 2IN POST SINGLE TOP PICKET - FASCIA MOUNT RAILING

Multi-Family Aluminum Deck & Railing Systems 
952-767-1100
820 5th St. S.
Hopkins, MN 55343

RAILING PICKET - FASCIA MOUNT

Superior White Superior Black Superior Bronze

PRODUCT SPECS:
• MATERIAL TO BE AL 6005-5 FOR ALL STRUCTURAL COMPONENTS.
• ALL RAILING COMPONENT MATERIAL TO BE AL 6063-5 WITH EXCEPTION OF BASEPLATE AND
POSTS.
• ALL STRUCTURAL FASTENERS TO BE STAINLESS STEEL 18-8 OR GALVANIZED STEEL.
• ALL TEK SCREWS TO BE STAINLESS STEEL 410 OR WITH A WEATHERPROOF EPOXY COATING.
• MAXIMUM RAILING POST SPACING 5 FEET.
• MAXIMUM JOIST SPACING 3 FEET.
DECK DESIGN LOADS
- DL = 10 PSF
- LL = 60 PSF
- LL MAX DEFLECTION = L/240

RAILING DESIGN LOADS:
- CONCENTRATED LL = 200 LBS
- UNIFORM LL = 50 LBF
- TWO LIVE LOADS ABOVE NOT APPLY SIMULTANEOUSLY

FOR CONCRETE MOUNTING STANDARD:
- MIN 3000 PSI
- MIN 4" CONCRETE THICKNESS

DECK & RAILING COLOR SELECTION*

* - The image is for reference only and may vary
depending on the display.



SUPERIOR 2IN POST DOUBLE TOP PICKET - FASCIA MOUNT RAILING

SUPERIOR 2IN POST SINGLE  TOP PICKET - FASCIA MOUNT RAILING

Multi-Family Aluminum Deck & Railing Systems 
952-767-1100
820 5th St. S.
Hopkins, MN 55343

3D VIEW RAILING PICKET - FASCIA MOUNT

Superior White Superior Black Superior Bronze

PRODUCT SPECS:
• MATERIAL TO BE AL 6005-5 FOR ALL STRUCTURAL COMPONENTS.
• ALL RAILING COMPONENT MATERIAL TO BE AL 6063-5 WITH EXCEPTION OF BASEPLATE AND
POSTS.
• ALL STRUCTURAL FASTENERS TO BE STAINLESS STEEL 18-8 OR GALVANIZED STEEL.
• ALL TEK SCREWS TO BE STAINLESS STEEL 410 OR WITH A WEATHERPROOF EPOXY COATING.
• MAXIMUM RAILING POST SPACING 5 FEET.
• MAXIMUM JOIST SPACING 3 FEET.
DECK DESIGN LOADS
- DL = 10 PSF
- LL = 60 PSF
- LL MAX DEFLECTION = L/240

RAILING DESIGN LOADS:
- CONCENTRATED LL = 200 LBS
- UNIFORM LL = 50 LBF
- TWO LIVE LOADS ABOVE NOT APPLY SIMULTANEOUSLY

FOR CONCRETE MOUNTING STANDARD:
- MIN 3000 PSI
- MIN 4" CONCRETE THICKNESS

DECK & RAILING COLOR SELECTION*

* - The image is for reference only and may vary
depending on the display.
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